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BSI Assurance UK Limited, registered in England under number 7805321 at 389 Chiswick High Road, London W4 4AL, UK.
A member of BSI Group of Companies.

EC Type Examination Certificate

This is to certify that: BODTECH Sp. z o.o.
Mszanska 1A
Wodzislaw Slaski
44-304
Poland

Holds Certificate Number: BSI/A.1/3.29/716480

In respect of:

MED/3.29 - Fire-fighting Hoses - Non-percolating Lay Flat Fire-fighting Hoses (range of the inside
diameter from 25mm to 52mm)

Product Type – 38mm, 45mm, 52mm Non-percolating Lay Flat Fire-fighting Hoses for Fixed Systems

Product Standard – EN 14540:2014
 
on the basis that BSI carried out the relevant EC type examination procedures for the equipment identified above
which was found to be in compliance with the Marine Equipment Directive (MED) 2014/90/EU and Regulation (EU)
2018/773, subject to any conditions in the schedule attached hereto. The attached schedule of approval forms part of
this certificate.

For and on behalf of BSI, a Notified
Body for the above Directive     
(Notified Body Number 0086): Chris Lewis - Certification Director, Product Certification

First Issued: 2019-11-08 Latest Issue: 2019-11-08 Expiry Date: 2022-05-31

Page: 1 of 3

This certificate has been issued by and remains the property of BSI Assurance UK Ltd, Kitemark Court, Davy Avenue, Knowlhill, Milton Keynes MK5 8PP, United
Kingdom and should be returned immediately upon request.
To check its validity telephone +44 (0) 345 080 9000. An electronic certificate can be authenticated online.

BSI Assurance UK Limited, registered in England under number 7805321 at 389 Chiswick High Road, London W4 4AL, UK.
A member of BSI Group of Companies.

https://pgplus.bsigroup.com/CertificateValidation/CertificateValidator.aspx?CertificateNumber=BSI%2fA.1%2f3.29%2f716480&ReIssueDate=08%2f11%2f2019&Template=uk
https://pgplus.bsigroup.com/CertificateValidation/CertificateValidator.aspx?CertificateNumber=BSI%2fA.1%2f3.29%2f716480&ReIssueDate=08%2f11%2f2019&Template=uk


 

EC Type Examination Certificate
No. BSI/A.1/3.29/716480

First Issued: 2019-11-08 Latest Issue: 2019-11-08 Expiry Date: 2022-05-31

Page: 2 of 3
This certificate has been issued by and remains the property of BSI Assurance UK Ltd, Kitemark Court, Davy Avenue, Knowlhill, Milton Keynes MK5 8PP, United
Kingdom and should be returned immediately upon request.
To check its validity telephone +44 (0) 345 080 9000. An electronic certificate can be authenticated online.

BSI Assurance UK Limited, registered in England under number 7805321 at 389 Chiswick High Road, London W4 4AL, UK.
A member of BSI Group of Companies.

Schedule of Approval

Manufacturer: Zhejiang Hengsheng Fire Equipment Co., Ltd
Address: Taojiafan, Pingshuijie Village,

Pingshui Town, Keqiao District
Shaoxing
Zhejiang
312050
China

Product Designation :

Model Description

15-38-XX 15BAR, 38mm Inside Diameter, Non-percolating Lay Flat Fire Fighting Hose.
XX = Length.  Max Length 25Mtrs

15-45-XX 15BAR, 45mm Inside Diameter, Non-percolating Lay Flat Fire Fighting Hose.
XX = Length.  Max Length 25Mtrs

15-52-XX 15BAR, 52mm Inside Diameter, Non-percolating Lay Flat Fire Fighting Hose.
XX = Length.  Max Length 25Mtrs

Product Specifications :

Inside
Diameter

(mm)
Tolerance

(mm)

Maximum
mass per unit
length (kg/m)

Normal
working
pressure

(Mpa)

maximum
working
pressure

(Mpa)

Proof
Pressure

(Mpa)

Minimum
burst

pressure
(Mpa)

38
-0.5
+1.5

0.24 1.0 1.5 2.25 4.5

45 0.29 1.0 1.5 2.25 4.5

52 0.35 1.0 1.5 2.25 4.5
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Schedule of Approval

Approval Documentation that forms part of this certification:

Drawing No. Rev/Issue Date Description

15-38-25 0 02/05/2017 General Drawing, covering lengths 10Mtrs, 15Mtrs, 20Mtrs & 25Mts

15-45-25 0 02/05/2017 General Drawing, covering lengths 10Mtrs, 15Mtrs, 20Mtrs & 25Mts

15-52-25 0 02/05/2017 General Drawing, covering lengths 10Mtrs, 15Mtrs, 20Mtrs & 25Mts

SUPPORTING DOCUMENTATION

Technical File Electronic Copy Supplied – Project Ref – SMO 8316697 & 3061663

Test Report 201670092, 201670093 & 201670094 dated 13/02/2017

Conditions of Certification

i) This BSI/A.1/3.29/716480 certificate remains valid unless cancelled or revoked, provided the conditions listed below
are complied with and the equipment remains satisfactory in service.

ii) The equipment detailed on page 1 on this certificate is to be manufactured in accordance with Production Quality
Assurance system (Module D).

iii) SOLAS 74 Reg. II-2/10, SOLAS 74 Reg. X/3, IMO Res.MSC.36(63)-(1994 HSC Code) 7, IMO Res.MSC.97(73)-
(2000 HSC Code) 7 requirements, as applicable.

iv) Detailed User instructions are to be provided with each product.

v) If the product is modified and/or the specified standards are amended during the validity of this certificate, this
product type is to be re-approved prior to it being supplied to vessels to which the standards apply.

vi) Production tests are to be conducted in accordance with the applicable requirements of the IMO Resolutions and
applicable standards and be recorded by the manufacturer in accordance with the approved Production Quality
Assurance system (Module D) of the Marine Equipment Directive.

vii) Each item, batch or lot of the equipment is to have the “Mark of Conformity” affixed and be issued with a
“Declaration of Conformity”.

viii) The product also meets the requirements of MED Regulation (EU) 2019/1397.

https://pgplus.bsigroup.com/CertificateValidation/CertificateValidator.aspx?CertificateNumber=BSI%2fA.1%2f3.29%2f716480&ReIssueDate=08%2f11%2f2019&Template=uk


b CENTRUM NAUKOWO-BADAW CZE
OC H RONY PRZEC |WPOZAROWEJ

im. Jozefa Tuliszkowskiego

PAŃSTWOWY |NSTYTUT BADAW CZY
05-420 Józefów UOtwocka, ul, Nadwiślańska 2.t 3

1.J/\\.g
CNBoP-PlB

@

BoP_PIB

stwierdza, że wyrób:

produkowany przez:

r. o ochronie przeciwpożarowej
rowej
na wniosek:

U*Ę
st. bryg. dr inż. P/weł Janik

do pomp W-75-15-ŁA

Ac 063

SWIADECTWO DOPUSZCZEN lA
Nr a2a8/202t

Na podstawie art. 7 ust, 2 ustawy z dnia
Centrum Na

im. Józefa Tuli

w zakładzie produkcyj

spełnia wymagania: Wewnętrznych
ryrobów służących
zdrowia i życia

tych wyrobów
z ZOIO r. nr 85, poz. 553

1. Wniosek o przeprowadzenie procesu Wż0 z dnia 12.11.2020 r.
z badań nr 858/B5/18 z dnia ],7.05.2018 r.

2. Sprawozdanie z badań nr 58/BSh7 z dnia 24.0i,
oraz sPrawozdanie z badań nr 693/Bs/20 z dnia 14.01.2o2L r. wykonanych w Zespole Laboratoriów Technicznego
Wyposażenia Jednostek ochrony Przeciwpożarowej Bs cNBoP-PlB

Świadectwo jest pod
w umowie nr 4

okres ważności świadectwa :

DYREKToR cNBoP-PlB

DC|D-Z1l21.o8.2018

Józefów, dnia: 25 stYcznia 2021 r.

strona 1/2

do 24.0L.2O26 r,



g c
cNBoP.PIB

CE NTRU M NAU KOWO-BADAW CZE
OC H RONY PRZEC |WPOZAROWEJ

i m. Jozefa Tut i szkowskiego

PAŃSTWOWY |NSTYTUT BADAW CZY
05420 Józefów k/Otwocka, ul. Nadwiślańska 213

śwlnorcTwo DopuszczENlA
Nr a248/2027

DANE TEcHNlCZNE lDENTYFll(UJĄCE WYRoB

Pożarniczy wąż tłoczny do pomp pożarniczych typ W-75-2O-ŁA, W-75-15-ŁA

c_NBoP-PIB

W-75,20-ŁA

do pomp pożarniczych

-]

Ac 063

Przeznaczenie węża

Material taśmy wężowej :

]
włókno poliestrowe

I o wykładzina

(20 ż 0,5) m (15 1 0,5) m

Deklarowana przez prcducenta masa węża:

Średnica wewnętrzna

9,48 kg

75*1'5-o,s mn

15 bar

o bez lączników (B)

o z łącznikami (ŁA)

I tvlaksymalne ciśnienie robocze

WARUNK| DoDATKoWE l UWAG|

Zgodnie z § L7 roz}orządzenia Ministra Spraw Wewnętrznych i Administracji z dnia zó a"*.. 2oo7 r.w sprawiewYkazu wYrobów sluŻącYch zaPewnieniu bezpieczeńsiwa publicznego lub ochronie zdrowia i życia oraz mienia,

::*:;:::',H,::1 ffi;effiffi :#jiii;idodatkowo numerem

DYREKToRCNBoP-P|B 
ffiW*h ę*ffi§

stbryg. arinz.pa(ełnnik ęffi§

DC|D-21121,08.2018

Strona 2/2

I 
Typ węża

oplot

Józefów, dnia: 25 stvcznia 2021 r
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M
CENTRU M NAU KOWO-BADAWCZE
oc H RoNy pRzEclwpożłnowr.l

im. Jozefa Tuliszkowskiego

PAŃSTWOWY l NSTYTUT BADAWCZY crnor-pn

O5-42O Józefów k/Otwocka, ul. Nadwiślańska 21 3P-PIB

Na podstawie art. 7 ust. 2 ustawy z dnia r. o ochronie przeciwpożarowej

centrum N

im. Józefa Tuli na wniosek:

stwierdza, że wyrób:

produkowany przez:

do pomp

1a

Wodzisław Śląski

w zakładzie produk Sp. z o. o.
1a

spełnia wymagania: Wewnętrznych
wyrobów służących

lub ochronie zdrowia i życia
tych wyrobów

2010 r. nr 85, poz. 553

Dokumentacja:
1. Wniosek o przeprowadzenie procesu

2. Sprawozdanie z badań nr 57lBslt7 z dnia 24.01.

oraz sprawozdanie z badań nr 6g2lBs/2o z dnia 14.01.2O2I r. wykonanych w Zespole LaboratoriÓW Technicznego

Wyposażenia Jednostek Ochrony Przeciwpożarowej BS CNBOP-PlB

zawartych

okres ważności świadectwa :

DYREKToR cNBoP-PlB

W*:a
st. bryg. dr inż. P/weł Janik

śwlnorcrwo DopuszczEN lA

o. o.

W-52-15-ŁA

Sffiń z dnia 11.11.20ż0 r.
z badań nr 857lBS/18 z dnia 17.05.2O!8 r.,

Ac 063

Nr 4247l202L

fffiT
b},ffiłS

)ózełów, dnia; 25 stycznia 2021 r.

DC|D-71l21.08.2018

Strona 1/2

PcA

do 24.0I.2O26 r,



C ENTRU M NAU KOWO-BADAW CZE
OCH RONY PRZECIWPOŻAROWEJ

im. Jozefa Tuliszkowskiego

PAŃSTWOWY l NSTYTUT BADAW CZY
05-420 Józefów k/Otwocka, ul. Nadwiślańska 21 3

śwlłoEcTwo DopuszczEN lA

Nr 4247l202L

DANE TECHNlCZNE lDENTYFlKUJĄCE WYROB

Zgodnie z § 17 rozporządzenia Ministra Spraw Wewnętrznych iAdministracji z dnia 20 czerwca 2007 r. w sPrawie

wykazu wyrobów służących zapewnieniu bezpieczeństwa publicznego lub ochronie zdrowia i życia oraz mienia,

tych

§

nr 85, poz, 553 oraz
idodatkowo numerem

)

DYREKToR cNBoP_PlB

a*'Y
st. bryg. dr inż. Paweł Janik

Ac 063

Materiał taśmy wężowej :

(20 t 0,5} m

Deklarowana przez

o bez łączników (B)

o z lącznikami (ŁA)

Maksymalne ciśnienie robocze

WARUNKl DODATKOWE l UWAG|:

Strona212

Józefów, dnia: 25 stycznia 2021 r

DC1D-Z1l21.08.2018

W_52 20_ŁA W_52-15+A

do pomp pozarniczych

włókno poliestrowe

PcV

52*1'5_o.s-En

(15 t 0,5) m

4,27 kg


