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Temperature range
Zakres temperatury

UV and aging resistance
Odporność na promieniowanie UV i starzenie

Crush resistance, high pressure resistance 
Odporność na zgniatanie i wysokie ciśnienie

Abrasion resistance, durable and exible
Odporność na ścieranie, trwałość i elastyczność

o
+65C

o-15C

Bardzo lekki, płaski (w stanie spoczynku) przemysłowy 
wąż tłoczny z PVC. Dzięki odpowiednio dobranemu 
wzmocnieniu tekstylną przekładką poliestrową posiada 
dobrą odporność na wydłużenie. Przeznaczony do ciśnieniowego 
przesyłu wody i innych cieczy. Szeroko stosowany w rolnictwie, 
budownictwie, przemyśle okrętowym, górnictwie, itp. 

Warstwa wewnętrzna: niebieski PVC
Wzmocnienie: przekładka poliestrowa
Warstwa zewnętrzna: niebieski PVC
Ciśnienie robocze: do 6 bar

Inner layer: blue PVC
Reinforcement: polyester spacer
Outer layer: blue PVC 
Working pressure: up to 6 bar

BodFlat - Hose distributing water 
in drip irrigation systems 6 bar

Wąż rozprowadzający wodę w systemach nawadniania kroplowego 6 bar

Very light, at (in standby) industrial PVC discharge hose. 
Thanks to appropriately selected reinforcement with 
a textile polyester spacer, it has good elongation 
resistance. Designed for pressure transfer of  water and other 
liquids. Widely used in agriculture, construction, shipbuilding, 
mining, etc. 
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Special Industrial Polyester
Specjalny poliester przemysłowy

Flexible PVC Outer
Elastyczny zewnętrzny PVC

Flexible PVC Inner
Elastyczny wewnętrzny PVC
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