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Hydrant Valve

Standar d: PN-EN 671
Material: Aluminum / Brass

DN50 B0807055 AL.
DN25 B0807146 BR
DN50 B0807140 BR
DN65 B0807180 BR
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Linear Valve 2"

I Material: Aluminum

Valve52 B0807074 Female2”-male2”

CNBOP-PIB

You can mix it!
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Linear Valve

I Material: Aluminum castings, EPDM seals

2" B0807074 AL, EPDM SEALS .
Dimensions 9,8x16x155m
Weight 1,3 kg
Working pressure 1,5 Mpa
Flow Dimensions 40mm

Delivery valve, both sides are flanges

I Material: Brass, aluminum castings, NBR gaskets

Delivery valve for fire pumps B0807506 BR, AL, NBR
Dimensions 14x12,5x%20 cm
Working pressure 1,6 Mpa
Weight 2,5kg
Angle 80°

Aluminium hydrant valve 52

I Material: Aluminum castings, NBR gaskets

2 B0807222 AL, NBR.
Type Aluminum hydrant valve 52
Working pressure 1,6 Mpa
Weight 0,86kg
Flow Dimensions 50mm

Brass hydrant valve 52

I Material: Brass, aluminum castings, NBR gaskets

2" B0819207 BR, AL, NBR.
Type Brass hydrant valve 52

P Weight 1,44 kg
_/-/.\\: o
=\ orking pressure 2,5 Mpa

_Z. Flow Dimensions 50mm
CNBOP-PIB

Certificates CNBOP, CSRG

Related products:
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